
419 Snatch Blocks

Sheave
Diameter

(mm)

Wire 
Rope
Size 
(mm) 

Working
Load

Limit (t)

 Weight 
Each 
(kg)

76.0  8-10 2 1.81

152 16-19 8 12.6
203 16-19 8 15.4
254 16-19 8 19.1
305 16 8 22.2
305 19 8 22.2
356 16 8 25.4
356 19 8 25.4
406 19 15 61
406 22 15 61
457 22 15 70
457 26 15 70

McKissick® Snatch Blocks Specifications

• 3” - 10” feature dual rated Wireline sheaves.
• Fatigue rated.
• 4-1/2” and larger are RFID EQUIPPED.

Meets or exceeds all requirements of ASME B30.26 including  
identification, ductility, design factor, proof load and temperature 

 

requirements. Importantly, these blocks meet other critical  
performance requirements including fatigue life and material  
traceability, not addressed by ASME B30.26.

• Forged steel swivel tees, yokes and 
shackles. 

• Opening feature permits insertion of rope
while block is suspended from gin-pole.  

• 3” thru 18” blocks have exclusive 
bolt-retaining spring to assure no lost bolts. 

• Pressure lube fittings. 

 

   114           10-13          4               5.44

431 Snatch Blocks

Sheave
Diameter

(mm)

Wire
Rope
Size

(mm)

Working
Load
Limit
(t)

Weight 
Each
(kg)

203 26-28 20 39.5
254 26-28 20 45.8
305 26 20 52
305               28 20 52
356 26 20 61
356 28 20 61
457 26 25 118
457 28 25 118
508 28 30 181
508 32 30 181
610 28 30 215
610 32 30 215

• 8” and 10” models furnished with dual 
rated Wireline sheaves.

• Fatigue Rated.
• All sizes are RFID EQUIPPED.

• Drop forged, heat treated swivel shackle.
• Pressure lube fittings. 
• 431 blocks have exclusive bolt-retaining 

spring to assure no lost bolts. 

 

• Fatigue Rated.
• All sizes are RFID EQUIPPED.

• Entire block made from heat treated alloy steel. 
Use of heat treated alloy results in a 40%
reduction in weight from blocks of comparable
capacities. 

 
• Pressure lube fittings. 

 

435 Snatch Blocks

Sheave
Diameter

(mm)

Wire Rope
Size
(mm)

Working
Load
Limit

(t)

Weight
 Each
(kg)

203 25 25 46
203 28 25 46
254 25 25 54
254 32 25 54
254 28 25 54
305 25 30 83
305 28 30 83
356 25 30 90
356 28 30 90
305 28 60 143




